Criteria for the Part Night Operation of Street Lighting – South Gloucestershire

In support of the Council’s carbon reduction initiative, trials will be implemented whereby some existing street lights will be converted from all night operation to part night operation (for example switching off between midnight GMT and 5:30 GMT [actual times to be consulted with road safety and safer south glos]).

The benefits of these conversions are two-fold: a) reduced carbon emissions and b) reduced energy cost. It is estimated that for each individual street light conversion there will be a reduction of 40% in both carbon emissions and energy cost (excluding initial capital investment).

In each area where there is agreement to proceed with these conversions it will be necessary to identify street lights that are to remain operating all night, and those that can be viably included in the switch off trial. These streetlights will be identified using the criteria set out below and, in addition, through consultation with the Parish or Town Council and the Police and Safer South Gloucestershire as well as other relevant sections such as road safety.

Criteria for part night switching of streetlights will be assessed as follows:
· Principal Routes where appropriate, except within:

· Bends with a radius of less than value below, and/ or
· Approach distances to roundabouts and major junctions set out below.
	Road Speed Mph
	30
	40
	50
	60
	70

	
	
	
	
	
	

	Min lighting distance to R/A or Jct
	70m
	120m
	160m
	215m
	295m

	
	
	
	
	
	

	Minimum radius
	180m
	360m
	510m
	720m
	1020m


· Locations without a significant road traffic night-time injury accident record.

· Areas without a significant record of crime.

· Areas provided with CCTV local authority/police surveillance equipment reliant on street lighting will not be included.
· Areas with sheltered housing and other residences accommodating vulnerable people will not be included.
· Areas with 24hr operational emergency services sites including hospitals will not be included.
· Pedestrian crossings, subways, enclosed footpaths and alleyways will not be included.
· Where there are potential hazards on the highway (e.g. round-a-bouts, central carriageway islands, build-outs, speed-humps) will remain lit.
· To maintain the legality of 30 mph speed limits at least 2 streetlights in any 200 yard section of road must remain lit all night, unless adequate repeater signage is provided.
A monitoring system will be set up that will compare the “before and after” recorded crime figures for each area.

The Street Lighting Team recognise that “fine tuning” may be required following any conversion work and requests for the reinstatement of individual streetlights to all night operation will be considered on their merits.
